4.0 - NOTES

0.125° TYP. 4.0' 3.0 6" 1. SIDEWALK ELEVATIONS AND GRADES ARE TO BE SET SO AS  TO ALLOW POSITIVE DRAINAGE FROM THE
N I R I R.0.W. ACROSS THE SIDEWALK AND TO THE TOP OF THE CURB. CONTRACTOR SHALL PERFORM ALL
I/4* /FT SLOPE MAXIMUM (TYP.) (TYP.) (TYP.) NECESSARY EARTHWORK FILLING AND SHAPING TO ACCOMPLISH POSITIVE DRAINAGE OVER THE TOP OF
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X =1 |_| a2 ;E_ I 4. CONCRETE SHALL BE CURED WITH WATER OR CURING COMPOUND.
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o (SEE DETAILS =T I 5. STRIP VEGETATION AND REMOVE ORGANIC DEBRIS A MINIMUM OF 3.
0°-4" SELECT FILL BEDDING e 3] G R 6. PREPARE SUBGRADE TO UNIFORM COMPACTION AND GRADE. FILL MATERIAL, IF REQUIRED, SHALL BE
4" REINFORCED CONCRETE DOWELS —— Sasg Ut MOISTURE IN ACCORDANCE WITH ASTM D65, SUBGRADE SHALL BE UNIFORM AND SHALL NOT BEMORE
#5 SACK/ C.Y. 3000 P.S.l., 28 DAY = \ =, 1.9.7. THAN 0.75'+/— THE REQUIRED ELEVATION. PROOFROLL SUBGRADE WITH APPROVED ROLLER. NOTIFY
WITH #3. BARS @ 18" O.C.E.W. OR BRICK STYLE O e v v ENGINEER 25 HOURS PRIOR TO PROOFROLLING.
#4 @ 24" 0.C.E.W. IMPRINTED CONCRETE ~ — " .2 7. SAND BEDDING SHALL BE CLEAN BANK SAND, FREE OF CLAY OR OTHER DELETERIOUS MATERIALS.
AND DYED B®RNT RED | s ¥ v COMPACT TO 95% STANDARD DENSITY AT OPTIMUM MOISTURE IN ACCORDANCE WITH ASTM D698.
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R.OW. | 10. CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE CONSTRUCTION WATER. CITY OF LA PORTE
CONSTRUCTION WATER METERS ONLY SHALL BE USED TO OBTAIN CONSTRUCTION WATER METERS MAY
e BE OBTAINED AT CITY HALL.
R - 11. CONSTRUCTION STAKING SHALL BE THE CITY'S RESPONSIBILITY.
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; DIRECTED BY THE ENGINEER. EXPANSION JOINTS SHALL BE REQUIRED WHERE ALL SIDEWLAKS
S 4.0 .06 TYP INTERSECT WITH EXISTING DRIVES ROADS AND AT SAW CUTS UNLESS OTHERWISE DIRECTED BY THE
70 MIN OWNER.
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. 16. FINISHED SURFACE OF WHEEL CHAIR RAMP IS TO BE DYED WITH BURNT RED COLORED DYE STAMPED
EXISTING 6 WITH BRICK STYLE PATTERN AND TO BE ROUGHENED WITH NO LESS THAN A BROOM FINISH TO
DRIVEWAY SHALL BE &4° CONC. CURB PREVENT SLIPPING.
OR AS DIRECTED BY THE ENGINEER #5 SACK, 3000 P.S.I. WITH NOT TO SCALE VARIES W/RADIUS 17. THE LOCATION OF THE WHEEL CHAIR RAMPS MAY BE SHIFTED FROM THE PROPOSED LOCATION ON THE
— #L BARS'@ 24' O.C.E.W. (CURB TAPER & PLANS BY OWNER IN THE OWNER'S OPINION A CHANGE IS NECESSARY.
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18. WHERE CURB IS DESIGNATED TO BE REPLACED ON PLAN DRAWINGS, REMOVE EXISTING CURB FROM THE
EXPANSION JOINT # E%?’%RBI'OY ' INTO HOMEOWNERS TYPE ..B.. R AMP (TYPD TOP OF THE EXISTING PAVEMENT. DOWELL AND GROUT EXISTING PAVEMENT. DO NOT BREAK EXISTING
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L /— EXPANSION JOINT NOT TO SCALE 19. USED CREOSOTE CROSS—TIE IF REQUIRED SHALL BE IN GOOD CONDITION & HELD IN PLACE WITH A
MINIMUM OF TWO #4 REBAR.
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< - / WITH BRICK PATTERN, CONTRACTOR SHALL MAKE ADJUSTMENTS 20. GRASS — SOD IF REQUIRED SHALL BE SAME AS ADJACENT SOD; WATERING OF SOD SHALL BE
Jas. TO RAMPS TO FIT LOCAL CONDITION. RESPONSIBILITY OF THE CONTRACTOR UNTIL OWNER AGREES TAHT AN ACCEPTABLE ROUTH HAS BEEN
STING T\ EXISTING 2. ALL CUTOUTS MUST HAVE BARRICADES INSTALLED UNTIL 21. WINDSOR BLOCKS — IF REQUIRED SHALL BE INSTALLED IN ACCORDANCE WITH THE MANUFACTURER'S
1) EXISTIN WHEEL CHAIR RAMPS ARE POURED. RECOMENDATION.
SIDEWALK .83* SIDEWALK 22. ALL EXCAVATED MATERIALS SHALL NOT BE STAGED WHERE VEHICLE TRAFFIC IS OBSTRUCTED.
i 3. CURB RETURN RADIL GREATER THAN 23" REQUIRE 23. ALL EXISTING CONCRETE SHALL BE DRILLED AND FITTED WITH 12" DOWELS OR REBAR WITH PLASTIC
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